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with any requirement under this sub-
part, must be submitted to and ap-
proved by the Commandant. Other re-
visions and bulletins need not be ap-
proved, but a copy of each must be sub-
mitted to the Commandant when 
issued. 

(c) Each manual provided under this 
section must bear the original signa-
ture of a representative of the manu-
facturer attesting that it is a true copy 
of the manual approved by the Com-
mandant.

§ 160.151–39 Training of servicing tech-
nicians. 

(a) The training program for certifi-
cation of servicing technicians must 
include— 

(1) Training and practice in packing 
an inflatable liferaft, repairing buoy-
ancy tubes, repairing inflation-system 
valves, and other inspections and oper-
ations described in the approved serv-
icing manual; 

(2) An evaluation at the end of the 
training to determine whether each 
trainee has successfully completed the 
training; and 

(3) Issuance of a certificate of com-
petence to each technician who suc-
cessfully completes the training. 

(b) The manufacturer shall maintain 
refresher training for recertification of 
previously trained servicing techni-
cians. This training must include— 

(1) Checking the performance of the 
technicians in the inspections and op-
erations described in the manual; 

(2) Retraining of the technicians in 
inspections and operations for which 
they are deficient; 

(3) Training and practice in new in-
spections and operations; 

(4) An evaluation at the end of the 
training to determine whether or not 
each trainee has successfully com-
pleted the training; and 

(5) Issuance of a certificate of com-
petence to each technician who suc-
cessfully completes the training. 

(c) Each time the manufacturer holds 
a course for servicing technicians who 
will perform servicing on liferafts ap-
proved by the Coast Guard, the manu-
facturer shall notify the cognizant 
OCMI sufficiently in advance to allow, 
at the option of the OCMI, for a Coast 
Guard inspector or inspectors to travel 

to the site where the training is to 
occur.

§ 160.151–41 Approval of servicing fa-
cilities. 

(a) To obtain and maintain Coast 
Guard approval as an ‘‘approved serv-
icing facility’’ for a particular manu-
facturer’s inflatable liferafts, a facility 
must meet the requirements, and fol-
low the procedures, of this section. 

(b) The owner or operator of a serv-
icing facility desiring Coast Guard ap-
proval shall apply to the cognizant 
OCMI. The application must include— 

(1) The name and address of the facil-
ity; 

(2) The name(s) of its competent serv-
icing technician(s); 

(3) Identification of the manufac-
turer(s) of the liferafts the facility will 
service; and 

(4) Any limits or special conditions 
that should apply to the approval of 
the facility. 

(c) The owner or operator of the serv-
icing facility shall arrange for an in-
spection with the OCMI to whom the 
owner or operator applied under para-
graph (b) of this section. A currently 
trained servicing technician shall suc-
cessfully demonstrate the complete 
service to each make and type of life-
raft for which approval as a servicing 
facility is sought, in the presence of a 
Coast Guard inspector or of a third-
party inspector accepted by the OCMI, 
or such technician shall present evi-
dence of having performed such service 
at the time of initial or refresher train-
ing. The service must include: 

(1) Removing the liferaft from the 
container for testing without damaging 
the liferaft or its contents; 

(2) Examining the liferaft and its 
container for damage and wear; 

(3) Determining the need for repairs; 
(4) Determining whether equipment 

must be replaced; 
(5) Conducting the tests required by 

§ 160.151–57; 
(6) Repacking the liferaft; 
(7) Inflating the fully packed liferaft 

using its inflation mechanism; and 
(8) Repairing a leak in a main buoy-

ancy chamber, and subjecting the re-
paired chamber to the Necessary Addi-
tional Pressure test described in 
§ 160.151–57(k). This repair may be done 
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